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Conflow is renowned the world over as the leading supplier of specialist components and systems for 
dust suppression, fire suppression and all aspects of water control in underground coal Mining. 
 
Today Conflow products can be found operating both on the surface and underground in all the major 
mining industries, from coal to gold, in more than 30 countries around the world.  Furthermore, 
wherever minerals are moved in bulk – such as quarries, power stations and steel works - Conflow 
products are helping to reduce the negative impact on the local environment. 
 
At Conflow our aim is to provide you with a comprehensive range of services to meet your individual 
needs. 

 
Desc r i p t i on  

 
The Conflow Code 222S - Extended Water Fire Barrier is used to contain and prevent the spread of 
fire in underground roadways.  The barrier consists of a structure of 2" metal pipes, which are usually 
situated towards the roof of a roadway in a central position.  
 
Special sprays are sited at regular intervals along the length of the pipe so that, when energised, they 
create a curtain of water, which acts as a fire barrier across the roadway section.  The barrier is 
energised using a pilot operated weighted lever valve, which is triggered by temperature sensitive 
links. 
 

Typical Applications 
•  Barriers are installed in main roadways ahead of potential fire sources and downstream of the flow of 
ventilation in all types of underground mines 
•  Shorter barriers are also fitted locally around conveyor drives and ventilation fans 
 

Features 
•  2" main feed pipework 
•  Barriers from 14m up to 55m in 2.7m lengths 
•  Spray sizes 3/32" or 1/16" 
•  Complete roadway coverage by elbow spray housings 
•  Weighted lever valve set to trigger @ 57°C 
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Items 1, 2 & 3 listed adjacent are 
not supplied as part of the 
standard unit but are available as 
optional extras if required 
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Specifications 
 
 
 
 
 
 
 
 
 
 
 
 
 
STANDARD ITEMS FOR CENTRE FEED BARRIER 
Part Description Ref. No No. Off 
A Automatic Lever Valve c/w Switch 21 3269 1 
B 2” BSP Male Hexagon Nipple 8442 2 
C 2” BSP Female Connector 8430 1 
D 2” BSP x 9’ Connecting Pipe 0510 As Required 
E Spray Housing c/w Sprays & Elbows 21 3289 As Required 
F 2” BSP Equal Tee 8482 1 
G 2” BSP Blank Plug 8527 2 
H Swivel Type Pulley c/w ‘J’ Bolt 3424 12 
J Special Wire Clips 3440 24 
K Fusible Link 3406 4 
L 200 ft x 1/8” Wire Cable 3441  
M Pipe Hanging Bracket c/w Chain 8630 8 
N 2” BSP x 1’ Connecting Pipe 0636 1 
P ½” BSP x 0.94” Slot Brass Spray 0391 /6 As Required 
 

 

 
 
 
 
 
 
 
 
 
The information on this data sheet is accurate to the best of Conflow’s knowledge, however we reserve the right to alter the product 
specification at any time. For any specific updated detail, please contact us. 

Part Description Ref. No No. Off 
1 Code 18 Key D P Stop Valve 83 7110 1 
2 2” BSP Male hexagon Nipple 8442 2 
3 Code 36H Strainer 58 1110 1 


